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Abstract—This paper presents a novel approach to simulate
materials with arbitrary properties, in particular good con-
ductors, in a boundary integral equation (BIE) context. The
advocated differential surface admittance operator permits the
replacement of the material by the background medium through
the introduction of an equivalent surface current density. A for-
mulation based on the eigenfunctions of the volume is constructed
and successfully demonstrated through scattering at a conducting
cylinder and through the analysis of a lossy dipole antenna.
Index Terms—dipole antenna, surface admittance, boundary
integral equation.
I. INTRODUCTION
RESEARCH into the influence of finite conductivity onantenna characteristics and performance has been going
on for decades. An early technique modeled conductive, thin
wire structures, such as cylindrical wires [1] or dipole anten-
nas [2], by means of a postulated current distribution. Another
approach uses the surface impedance concept. This impedance
relates the external, tangential electric and magnetic field at the
boundary of the object under study by a function that depends
on the material’s properties, as such eliminating the need to
solve the internal field problem. Various methods exist [3] of
which the Leontovich boundary condition is the most widely
employed [4]. However, despite its versatility, the surface
impedance formulation has a limited range of validity [5].
The same approach is adopted in the modeling of mul-
ticonductor transmission lines as well. Nonetheless, similar
fundamental limitations apply, despite generalized impedance
boundary conditions [6]. An alternative approach to calculate
transmission line parameters for general 2-D cross sections
was presented in [7]. Herein, the material properties of the
various lines are taken into account by employing a differ-
ential surface admittance operator [8]. This operator enables
the replacement of the material by the background medium
through the introduction of a fictitious surface current density.
This current density can then be calculated by conventional
numerical techniques such as the method of moments (MoM).
In this letter, we extend the approach based on the Dirichlet-
to Neumann-operator [8] from 2-D to 3-D configurations to
efficiently study the influence of a dipole antenna’s conductiv-
ity on its characteristics. Section II is devoted to the derivation
of the differential surface admittance operator in 3-D and its
specific form for a circular cylinder. In Section III, the novel
formalism’s validity and appositeness are illustrated with two
numerical examples, i.e., the simulation of scattering at a
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conducting cylinder and the analysis of a lossy dipole antenna.
For the applications, emphasis is on thin-wire like bodies.
II. THEORY
Consider the time-harmonic (ejωt dependence) electromag-
netic fields in the geometry of Fig. 1a. The arbitrary volume V
with boundary surface S is filled with a homogeneous, non-
magnetic material, characterized by its wavenumber k. The
fields inside this region are denoted (E1,H1). The fields on
S are related by the Dirichlet-to-Neumann (DtN) operator Dk
of the volume V [9]:
un ×H1 = DkEt1, (1)
with the superscript t denoting the tangential component of the
corresponding field quantity and un the unit outward pointing
normal to S. The inner volume V is surrounded by another
homogeneous volume V0 with different material parameters,
i.e., a wavenumber k0, but non-magnetic as well.
Now consider the similar case where the material of V
is replaced by that of its surrounding volume V0, which
corresponds to Fig. 1b. The fields inside the inner volume are
now given by (E,H). These quantities are once more linked
on the boundary by a DtN operator, viz.
un ×H = Dk0Et. (2)
Furthermore, assume that the fields in the original situation
in V0 are given by (E0,H0). At this point, we want to replace
the inner volume’s material by that of the surrounding volume
V0, effectively negating the discontinuity in material properties
and as such arriving at the case of Fig. 1b. To preserve the
field distribution outside the replaced volume, it suffices to
impose a surface current density Js on S related to the value
of the tangential electric field on the boundary Et0. Obviously,
Et0 must equal both E
t
1 and E
t due to the continuity of
the tangential electric field on S. Hence, on this boundary
surface S, and only on S, both internal tangential electric
fields are identical. This is clearly not the case in the bulk of V
where a fictitious field distribution is obtained in the equivalent
situation of Fig. 1b. Combining (1) and (2) together with the
boundary condition
un × (H1 −H) = un × (H0 −H) = Js, (3)
the equivalent surface current density is expressed by means
of the differential surface admittance operator Y:
Js = YEt1 = (Dk −Dk0)Et1. (4)
In the following, we derive an expression for this differential
surface admittance operator based on the eigenmodes of the
volume V .
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Fig. 1. Geometry of the problem. (a) A homogeneous volume V with
boundary surface S is surrounded by another homogeneous volume V0. In
(b), a surface current Js is introduced on S and the inner material is replaced
by that of the surrounding volume V0.
The electric fields inside V in both situations of Fig. 1 each
satisfy the sourceless Helmholtz equation:
∇×∇×E1 − k2E1 = 0, (5)
∇×∇×E− k20E = 0. (6)
Subtracting (6) from (5) and defining E as E1−E shows that
∇×∇× E − k20E = (k2 − k20)E1, (7)
while un × E = 0. These relations imply that E can be
expanded in electric solenoidal eigenvectors [10]
E =
∑
l
alel, (8)
where the individual eigenmodes el satisfy
∇×∇× el − k2l el = 0, (9)
un × el = 0, (10)
with kl the wavenumber pertaining to the particular mode el.
Moreover, the eigenvectors are orthogonal. Consequently,∫
V
ep · e∗q dV = N 2p δpq, (11)
with δpq the Kronecker delta and N 2p a normalization factor.
Since both the eigenvectors and E satisfy the same boundary
condition, we can safely apply the ∇ × ∇× operator to (8),
which, by invoking (9), yields
∇×∇× E =
∑
l
k2l alel. (12)
Substituting this expansion into (7), multiplying both sides
with e∗m, and integrating over V leads to
am
(
k2m − k20
)N 2m = (k2 − k20)〈E1, e∗m〉, (13)
by exploiting the orthogonality property (11). The volume
integral in the scalar product 〈E1, e∗m〉 can be reduced to a
surface integral confined to S. To this end, we employ (9)
to rewrite the scalar product and invoke the proper Green’s
theorem together with (10) to get
k2m〈E1, e∗m〉 = k2〈E1, e∗m〉−
∫
S
(un×E1)·(∇×e∗m) dV. (14)
Now suppose we have normalized the eigenmodes such that
∇× em = kmhm (15)
and vice versa [10], with hm the magnetic solenoidal eigen-
vectors. To emphasize that the tangential electric fields on S
in both Fig. 1a and 1b are identical, we denote the tangential
component of E1 on S as Et1, as in (4). This yields the final
expression for the coefficient am:
am =
−k∗m
(
k2 − k20
)
(k2m − k20) (k2m − k2)N 2m
∫
S
(
un×Et1
) ·h∗m dS. (16)
To conclude this derivation, we apply the curl to (8):
∇× E = −jωµ0 (H1 −H) =
∑
l
klalhl. (17)
Employing (3) finally leads to an expression for the surface
current density:
Js = YEt1 = −
1
jωµ0
∑
l
klal (un × hl) , (18)
which can be rewritten, by means of the contrast parameter
η =
(
k2 − k20
)
/jωµ0 = σ0 − σ + jω (0 − ), as
Js = η
∑
l
[ |kl|2 ∫S (un ×Et1) · h∗l dS
(k2l − k2) (k2l − k20)N 2l
]
(un × hl) . (19)
A. Circular cylinder
The above form of the differential surface admittance oper-
ator Y requires the (magnetic) eigenvectors of the volume V .
Due to its omnipresence in antenna applications, we demon-
strate the novel technique for the circular cylinder, whose
eigenvectors and eigenvalues are easily found in literature.
Note that for arbitrary shaped volumes, analytical solutions are
generally not available and have to be constructed numerically.
The eigenvectors of a cylinder consist of two classes,
viz. transversal electric (TE) and transversal magnetic (TM)
modes. For a cylinder with radius a, height L along the z-axis
and its center at the origin, the TE eigenvectors and their
corresponding wavenumbers are
hTEnmp =
−ppi
L
[
λnmJ
′
n (λnmρ)uρ+
jn
ρ
Jn (λnmρ)uφ
]
(20)
· ejnφ cos
(ppi
L
z
)
−λ2nmJn (λnmρ) ejnφ sin
(ppi
L
)
uz,
k2nmp = λ
2
nm +
(ppi
L
)2
=
(ynm
a
)2
+
(ppi
L
)2
, (21)
with Jn(x) the n-th order Bessel function and ynm the m-th
zero of J ′n (x) [10]. Note that the index l in (19) is in fact
a triple index {n,m, p} with n ∈ [−N,N ], m ∈ [1,M ]
and p ∈ [0, P ]. Theoretically, {N,M,P} are infinite but in
computational experiments, they obviously have to be limited.
The TM modes, on the other hand, are defined by
hTMnmp = knmp
[
jn
ρ
Jn (λnmρ)uρ−λnmJ ′n (λnmρ)uφ
]
(22)
· ejnφ sin
(ppi
L
z
)
,
k2nmp = λ
2
nm +
(ppi
L
)2
=
(xnm
a
)2
+
(ppi
L
)2
, (23)
with xnm the m-th zero of Jn(x). Plugging these two sets of
eigenvectors into (19) yields the differential surface admittance
operator for the cylinder.
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What remains is to solve the exterior problem of the
situation in Fig. 1b, also taking (4) into account. Due to its
particular nature, this equivalent situation is ideally suited to
be solved by a boundary integral equation (BIE) method such
as the method of moments (MoM). In order to preserve the
curved nature of the cylinder and facilitate the discretization of
the Y-operator, the surface is divided into curved rectangles on
the side and conventional, flat triangles on the end caps. Both
the surface current density and the tangential electric field on
the boundary are projected on piecewise linear basis functions,
i.e., generalized rooftops on the curved rectangles and RWGs
on the triangles. This choice is permitted as, in contrast to,
e.g., PMCHWT formulations, no derivatives of the tangential
electric field are needed. For the BIE-MoM, Galerkin testing
results in the matrix equation:
G ·V = Z · I+Vinc, (24)
where vectors I and V collect the unknown expansion coef-
ficients for Js and the tangential electric field, respectively,
G is the pertinent Gram matrix, Z the discretized BIE-MoM
operator and Vinc depends on the incident field.
Applying the same basis functions and testing strategy to
(19), results in a second matrix equation
G · I = Y ·V, (25)
with Y the discretized version of the Y-operator. Combining
(24) and (25) finally yields the solution for the differential
surface current density and the electric field.
III. EXAMPLES
A. Validation example
To validate the novel method, scattering at a single, ho-
mogeneous cylinder is considered for different materials. A
reference solution is obtained from an in-house, all-purpose
BIE-MoM solver. At 1GHz, a cylinder with radius r = λ/3
and height 2λ is illuminated by a plane wave. The dimensions
of the edges in the surface mesh are of the order λ/12.
Impinging at φ = 0 in the horizontal plane, i.e., in the plane
perpendicular to the axis, the plane wave is TE-polarized, viz.
its magnetic field is aligned with the axis of the cylinder.
Three different materials are studied: a low contrast dielectric
with r = 4, a high contrast dielectric with r = 100 and
copper with a conductivity of σ = 5.8 · 107 S/m. Radar
cross sections (RCSs) in the horizontal plane, halfway the
cylinder’s length are shown in Fig. 2 (only half the range
is plotted due to symmetry). The solid lines represent the
reference solution while the various markers demonstrate
the solutions obtained by means of the differential surface
admittance operator with the cut-off values of the eigenmodes
at {N,M,P} = {15, 200, 25} for the low contrast dielectric,
{50, 200, 15} for the cylinder with r = 100 and {15, 600, 25}
for the copper filled cylinder.
As is evident from Fig. 2, excellent agreement between the
reference solution and the novel formalism is found. The total
rms error stays well below 1% for all examples, validating
the accuracy of the differential surface admittance operator.
The remaining, minor deviations can be attributed to the mesh
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Fig. 2. Radar cross sections in the horizontal plane for a cylinder with
radius λ/3 and height 2λ illuminated by a 1GHz, TE-polarized plane wave
impinging at φ = 0. Reference results for the simulated materials, i.e., a low
contrast dielectric, a high contrast dielectric and copper, are obtained using
in-house BIE-MoM software.
detail in both solvers, the finite number of eigenmodes in
the novel method and rounding errors. Before turning our
attention to an analysis of the influence of the numbers of
eigenmodes, some preliminary remarks can already be made.
For the dielectric cylinders, a higher number of eigenfunctions
in the angular direction, i.e., a larger value of N , is utilized
to fully capture the narrow peak in the RCS. For the copper
cylinder, on the other hand, an increase in eigenmodes in the
radial direction is required to capture the skin effect.
B. Analysis of the discretized Y-operator
Before turning our attention to an application example, the
behavior of the Y -matrix is explored in more detail. To this
end, the evolution of three matrix elements for the copper
cylinder with radius r of Section III-A as a function of the
relative skin depth δ/r =
√
2/ (ωµσ)/r is examined: yhor and
yver both correspond to a diagonal element, the former for a
horizontal edge and the latter for a vertical edge on the side of
the cylinder. The third element yoff is an off-diagonal matrix
entry that represents the interaction between two vertical side
edges on opposite sides of the cylinder. The real part (black
lines) and imaginary part (gray lines) of these three quantities
are shown in Fig. 3. The results demonstrate that the real
parts are dominant and constant for large relative skin depths
while the imaginary parts gain in importance as the skin
depth decreases. For very small skin depths, only the diagonal
elements remain significant and become proportional to the
classical point-wise surface admittance Ys =
√
σ/ (jωµ),
indicated by the identical absolute value of their real and
imaginary part.
Another important influence on the matrix elements is the
number of eigenmodes that are taken into account. To illustrate
this effect, the diagonal elements of the previous example,
i.e., yside and ytop, are computed over the same frequency
range for an increasing number of eigenmodes in the radial
direction, i.e., for increasing M . N and P are set to 5 for this
particular example but note that the analysis remains valid for
other parameter values as well. The relative error is plotted
in Fig. 4 where the reference solution is the one obtained
IEEE ANTENNAS AND WIRELESS PROPAGATION LETTERS 4
10−2 10−1 100
0
0.2
0.4
0.6
0.8
1
δ/r
N
or
m
al
iz
ed
va
lu
e
Re(yhor) | Im(yhor)|
Re(yver) | Im(yver)|
Re(yoff) | Im(yoff)|
Fig. 3. Normalized real (black) and imaginary (gray) part of three selected
Y -matrix elements as a function of the normalized skin depth.
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Fig. 4. Relative error of two distinct diagonal Y -matrix elements, i.e., yhor
and yver, as a function of normalized skin depth for the copper cylinder of
Section III-A for various values of M . Values are defined with respect to the
solution for M = 5000.
for M = 5000 as the absolute change in matrix entries was
negligible for larger M . As is evident from the graph, a
modest number of eigenmodes suffices for large skin depths
while current crowding in the skin effect regime requires an
increasing amount of eigenmodes to be fully captured.
C. Application example
Consider a dipole antenna in free space with a total length
of 2λ at 1GHz. As the width of wire antennas is generally
much smaller than their length (and the wavelength), the
radius r is set to λ/500. The width of the gap between the
two cylinders constituting the antenna, is set to r/50. The
structure is excited by an impinging TM-polarized plane wave
for varying inclination angles θ. The normalized open circuit
voltage Vopen,norm over the dipole’s gap, i.e., the potential
difference between both cylinders, is numerically computed
for increasing conductivities and displayed in Fig. 5. The
voltage values are normalized with respect to the peak value
of the solution for a PEC cylinder (denoted in Fig. 5 by the
solid line). The range of eigenmodes in this example is given
by {N,M,P} = {12, 500, 15}. Only half of the range of θ
is plotted due to symmetry in the response characteristic. It
is evident from the results that, with increasing conductivity,
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Fig. 5. Normalized open circuit voltage Vopen,norm of a dipole for a 2λ
dipole at 1GHz for various conductivities. Excitation by a TM-polarized plane
wave at varying inclination angles.
the voltage response evolves towards that of the perfectly
conducting cylinder, which is indeed to be expected. At the
same time, however, it shows that even for a significant
conductivity, the discrepancy between the idealized and lossy
cylinder is not to be neglected.
IV. CONCLUSION
In this contribution, a novel approach has been presented
that employs the 3-D differential surface admittance operator
to simulate materials of arbitrary properties in a BIE-MoM
framework. An expression for this operator, based on the
eigenfunctions of the volume, was derived and, more specifi-
cally, demonstrated for the circular cylinder. Thorough simu-
lation and validation examples have shown its applicability to
both scattering problems and antenna configurations.
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